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Additional Accessories for the DVM 250, DVM-250 Plus, and FLT 250 Kits 
 

 

Interface Box 

 

Just about anything in the vehicle that can output a 12 Volt 

Signal can be configured to trigger your event recorder. Below 

are the most common of these:  

 

• Brake Lights  

• Turn Signal  

• Reverse Gear  

• Covert Panic Button  

• Door Sensors  

 

 

Interface Box Specifications  

 

Electrical  

OPERATING VOLTAGE  13.8VDC  

INPUT SENSORS  Six configurable multi-purpose input sensors.  

OUTPUT TRIGGER  One normally open, active low output trigger, 2A max current  

Environmental/Mechanical  

OPERATING TEMPERATURE  -20° to +70° C  

STORAGE TEMPERATURE  -40° to +80° C  

DIMENSIONS  57mm (2.24in) (D) x 29mm (1.14in) (H) x 110mm (4.33in) (L)  

WEIGHT  218g (.480lbs)  

 

 

 

 

Wi-Fi Dongle or SD Card Transfer 

 

Your video footage from your in-car unit can be 

automatically uploaded wirelessly via our Wi-Fi 

Dongle, you can manually remove the SD Card and 

transfer files to a computer.  

 

 

  



 

 

 

 


