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The essential laser for long-range speed 
detection and anti-jam technology 

Key Benefits 

• Large icon keypad for easy operation with gloves
• Adjust the brightness level on the heads-up display for 

maximum visibility 
• Enhanced aiming stability with the removable shoulder rest
• One-button weather mode and easy menu options

Upgraded 3.5× 
magnified sighting scope

Weight  2.75 lb

Size (L x W x H)  7.75 x 3 x 11.75 in

Construction Composite polycarbonate outer shell; 
Aluminum internal chassis

Power 2 alkaline or NiCad rechargeable C-cell 
batteries (up to 25 hours of cordless operation)

Environmental  Water resistant; NEMA4 & IP55

Specifications

Operating Temperature  -22° to 140° F 

Storage Temperature  -31° to 158° F 

Eye Safety  Class 1/FDA CFR 21

Maximum Range  4,000 ft

Speed Range  ± 200 mph

Range Accuracy  ± 6 in 

Speed Accuracy  ± 1 mph 

LTI 20/20
TRUSPEED® LR

PN 7006055 / Standard Parameters

The LTI 20/20 TruSpeed LR has an ergonomic pistol grip handle, a 
removable shoulder stock for increased aiming stability and the accuracy 
you expect from an LTI laser.


