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Image Settings. 4 Megapixel (2688 x 1536) Resolution

Min Illumination: Color: 0.1 lux at F2.5 (30 IRE, 2400 K)

Lens:  Fixed focal, f3.7mm @ f2.5

Frame Rate:  30fps (1920 x 1080)

Wide Dynamic Range:  Basic WDR (75 dB)

Image Sensor:  Progressive Scan CMOS

Sensor Size:  1/2.8 “

Effective Pixels:  1944(H) X 1224(V) (2.38 MP)

Dimensions: 197mm (l) x 150mm (w) x 43mm (h) 

Material:  Cast Aluminum

Power:  9 - 24Vdc / 14W 

Storage:  120/128GB Solid State Drive

Environmental. Temperature Range: -20° to 70° C. IP-67 (submerge 1M for 30min w/ no water ingress)

Certifications. FCC. MIL-810G: Shock, Vibration & Temperature. PTCRB
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RocketIoT DVR, Communications  
& Control Unit

Cameras, with Covert Microphone

Wall Switch

Multiple Trigger Options

Unlimited Evidence Management
Software & Storage

Part of the AVaiL Web Ecosystem

Compatible with BodyWorn through AVaiL Web

Supports Up to Four Cameras

FEATURES:

INTERVIEW ROOM

SPECIFICATIONS:

Access to Video in AVaiL Web

AWS
Cloud

INTERVIEW ROOM
Covert Smoke 
Alarm Camera

Wall
Switch

Video
Camera

Body
Camera

Covert Wall 
Outlet Mic


